
Definition 
Processor

(DP1)

BRING DEFINITION TO YOUR MIX

The Definition Processor (DP1) is the 
backbone of our Definition Process. It 
is a proprietary multifunction digital 
signal processor, with adaptive bass 
control, augmented acoustics and 
immersive audio processing. Multiple 
processors may be combined to handle 
larger rooms and systems.

The Definition Processor communicates over the 
Audinate Dante™ audio network, and processes a 
maximum of 8 loudspeaker drive channels per processor. 
Multiple processors may be combined to handle larger 
rooms and systems.

Adaptive Bass Control
Definition continually samples the subwoofer drive 
signals from an installed audio system, and produces 
complementary and adaptive signals to drive numerous 
low-frequency control loudspeakers distributed around 
the room. This creates tighter, more controlled sub-bass 
response for an improved audio experience.

Augmented Acoustics
Venueflex prepares the Definition processor with a 
unique and accurate acoustical “signature” that matches 
the acoustical performance of the room in which it is 
being installed. By selectively routing signals through the 
processor, the natural reflective sound of the room can be 
lifted and controlled artistically with much greater spatial 
realism than conventional “reverb” processors. Reflections 
are rendered through an array of purpose-built loudspeakers 
distributed throughout the room.

Immersive Audio Processing
Definition allows “dry” immersive audio inputs from a mixing 
console to be routed, timed and distributed properly to the 
same loudspeakers used for adaptive acoustics. This allows 
“surround” type mixing, console-based effects or theatrical 
audio content to be distributed spatially throughout the 
room with no additional investment in hardware.



Venueflex Definition Processor (DP1)

Definition Processor (DP1)

Power Supply Internal 100V-240V, 6.5A-3.5A at 50/60 Hz

Power Consumption 450W

Audio Input Up to 8 channels of Dante™ network audio (48kHz only)

Audio Output Up to 18 channels of Dante™ network audio (48kHz only)

Frequency Response 20Hz to 20kHz

Network 1000/100 Mbps ethernet for Dante™ and Control
1000/100 Mbps ethernet for optional Control

Dimensions (W x H x D) (W x H x D): 434 x 42.8 x 595.6 mm (17.1 x 1.69 x 23.5 in)1

Weight 12.2 kg (29.9 lb), accessories and packaging not included

Ordering Information
Standard Part Number

DP1-1x16

DP1-2x8

Definition DSP processor, with adaptive bass control, augmented acoustics 
and immersive audio processing. Dante network audio, 16 processed outputs, 
single stereo augmented acoustics path. 1 RU rack mounted server.

Definition DSP processor, with adaptive bass control, augmented acoustics 
and immersive audio processing. Dante network audio, 8 processed outputs, 
two stereo augmented acoustics paths. 1 RU rack mounted server.

Description
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